
OA-05 φ3.5—4.5

φ21 4mm

11g

OA-1 φ4—5.5 14g

OA-15 φ6—7 27g

OA-2 φ9—11 38g

OA-S1（※1） φ6—8 14g

Flexibly configurable to fit broad range of cable size.

φ4—6

φ5.5—8

φ7—11

φ11—14

φ8—10

φ6—8

φ8—10

φ11—14

φ14—17

φ10—12

-

φ10—12

φ14—16

φ17—19

-

φ17

φ33.5

φ28

φ21

G3/8（PF3/8）

-25 to

+70℃

3mm

7.5mm

6mm

4mm

CTG16（G1/2）

CTG22（G3/4）

CTG28（G1）

CTG16（G1/2）

50 pcs.

20 pcs.

10 pcs.

5 pcs.

20 pcs. *1 Low-cost type

・Working temperature: -25 to +70℃

OA-1 USU φ4—5.5 12gφ5.5—8 φ8—10 φ10—12 CTC19 20 pcs.

・Locknut is not attached. Use a CTC threaded nut for thin steel conduit if necessary.
・Working temperature: -25 to +70℃
・Locknut is not attached. 

OA-SD φ4—5 10gφ6—8 φ8—10 Pg11

Series

294 models

Series

■Aplications: For cable exits of small motors, sensors, measuring instruments and other wiring needs in a limited space

■Aplications: For cable exits of various equipment including control panels, relay boxes, limit switches and motors. 

■Aplications: Provides secure clamping to cable exits from thin steel conduit by using
                     with a coupling.  For cable exits of outlet boxes, switch boxes, etc.

■Aplications: Electromagnetic valves connections in DIN standard 
                      terminal boxes

OA-WS04M-20/25 φ2—2.5 2g

OA-WS06M-25/40 φ2.5—4 4g

OA-WS07M-35/50 φ3.5—5 4g

OA-WS08M-45/60 φ4.5—6 5g

OA-WS09M-55/70 φ5.5—7 5g

OA-WS10M-65/80 φ6.5—8 6g

φ4

φ6

φ7

φ8

φ9

φ10

φ12

M4 x 0.5

M6 x 0.5

M7 x 0.5

M8 x 0.5

M9 x 0.5

M10 x 0.5

LN-WS04M

LN-WS06M

LN-WS07M

LN-WS08M

LN-WS09M

LN-WS10M

-25 to 
+100℃

10 pcs.

OA-WS11M-45/60

OA-WS12M-55/70

OA-WS13M-65/80

OA-WS14M-65/80

φ8.5—10 7g

7g

M12 x 0.5 LN-WS12MBS

φ11φ7.5—9 6gM11 x 0.5 LN-WS11MBS

φ13φ9.5—11 M13 x 0.5 LN-WS13MBS

φ14φ10.5—12 8gM14 x 0.5 LN-WS14MBS

IP67

Color

E

Oilproof WeatherproofProtection

OA-WS□ □
 

M-□/□

20 models

Cable gland

CAPCON
For protecting and securing cable exits.

Handy products in every spot! From longtime seller to new items  

For cable exits in narrow spaces Nickel
plated

Color

Black

Color

Black

Color

Gray

Oil Weather

Standard

Metallic SlimMetallic Slim

Standard

For thin steel ConduitFor thin steel Conduit For small valvesFor small valves

Model Applicable cable
diameter (mm)

Model
Applicable cable diameter (mm)

Entry hole 
diameter (mm) Threads

Max. plate 
thickness

Working 
temperature

Working 
temp.

Weight Q’ty per
package

Entry hole 
dia. (mm) Threads

Threads Threads

Weight

Weight

Q’ty per
package

Q’ty per
package

50 pcs.

Weight Q’ty per
package

Lock nut
model

■ Identification of model

*Above models are oilproof type.For the weatherproof type, see the “identification of model”.

Nil  … Oilproof
E …… Weatherproof
Applicable cable 
diameter 20/25

…φ2～2.5

Thread size 04M … M4

Multipurpose cable glandMultipurpose cable gland

Popular item since 1962. Flexible to different wire sizes.

1st. tier 2nd. tier 3rd. tier 4th. tier

Model
Applicable cable diameter (mm)

Model
Applicable cable diameter (mm)

1st. tier 2nd. tier 3rd. tier 1st. tier 2nd. tier 3rd. tier4th. tier

For cable exits of CTC19 threaded thin steel
conduits and electrical boxes 

Well suited to DIN standard small valves

7000-21, Nakagawa, Hosoe, Kita-ku, Hamamatsu, Shizuoka 431-1304, Japan
TEL +81-53-522-5562   FAX +81-53-523-2362   e-mail : info@ohm.co.jp

URL : https://www.ohm.jp/

The contents of this catalog are subject to change for product improvement.
Colors of products may slightly differ from actual due to printing.

Distributor
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OA-W28-2001RS

OA-W22-0801RS

OA-W15M-302

↑
Slit

OA ー W1606 □□

OA-W15M-04 φ2—4

φ15 M15x1.0

M20×1.5

M25×1.5

3mm

-25 to

+80℃

-25 to

+80℃

8g

20 pcs.

OA-W15M-05 φ3—5 7g

OA-W15M-07 φ5—7 7g

OA-W1606 φ4—6

φ21 CTG16（G 1/2） 4mm

13g

OA-W1608 φ6—8 12g

OA-W1609 φ7—9 13g

OA-W1611 φ9—11 12g

OA-W1613 φ11—13 12g

OA-W1614 φ13—14 11g

OA-W2213 φ9—13

φ28 CTG22（G 3/4） 6mm

35g

10 pcs.

OA-W2216 φ13—16 32g

OA-W2219

OA-W2820

φ15—19 30g

OA-W3626

φ13—20
φ34 CTG28（G1） 5.5mm

67g

71g

OA-W2823

OA-W3630

φ19—23

φ21—26

φ25—30
φ42 CTG36（G1 1/4） 7.5mm

107g

111g
5 pcs.

OA- W16-224□□

OA ー W1609 □ -13L

13mm

10mm

Long-bodied

Standard

OA-W16-224 φ1.7—2.2

φ21 4mm -25 to

+80℃

13g

20 pcs.

OA-W16-334 φ2.2—3.3 14g

OA-W16-402 14g

OA-W16-404
φ3—4

φ28 CTG22（G3/4） 6mm

15g

OA-W16-503 φ4—5 14g

OA-W16-602
φ5—6

14g

OA-W22-604 36g

OA-W22-704 φ6—7 35g

4

2

4

3

2

4

CTG16（G1/2）

10 pcs.

Suitable for mounting to thick plates up to 8 mm

OA-W1609-13L φ6～9

φ21 8mm

19g

OA-W1611-13L φ8.5～11.5 18g

OA-W1613-13L φ11～13 17g

OA-W1614-13L φ13～14 17g

CTG16（G 1/2）
-25 to

+80℃
20 pcs.

OA- W16-0901RS □□

Slit rubber bushing enables clamping connector cables at entry/exit ports

OA-W16-0901RS φ4—9 ①

φ21 4mm

-25 to

+80℃

14g

20 pcs.

OA-W16-1151RS φ8.5—11.5 12g

OA-W16-1301RS φ11—13 11g

OA-W16-0334RS φ2.2—3.3

φ28

CTG16
（G 1/2 ）

6mm

14g

OA-W16-0404RS φ3—4 14g

OA-W16-0503RS φ4—5 14g

OA-W22-0604RS φ5—6 36g

OA-W28-0982RS
φ9.8

73g

OA-W28-0983RS 72g

OA-W36-1352RS
φ13.5 φ42 7.5mm

119g
5 pcs.

OA-W36-1353RS 116g

CTG28
（G1）

CTG36
（G11/4）

φ34

1

4

3

4

2

3

2

3

φ14

φ19

φ23

φ30

5.5mm

10 pcs.

＋A B A
Usage ①Applicable cable (mm)

Rubber bushing A+B φ4～6

Rubber bushing A only

Rubber bushing A+B
Rubber bushing A only

φ6～9

φ2.4—3.0 2 φ15 M15P=1 3mm 7g

OA-WH16-06/10 φ6～10

φ28 6mm

23g

OA-WH22-06/13
φ6～13①

40g

OA-WH36-06/13 68g

For wiring and waterproofing connector cables

OA- WH □□

 

□-□/

φ21

φ42

4mm

7.5mm

-25 to

+80℃

10 pcs.

5 pcs.

＋A B A φ6～10

φ10～13

CTG16（G 1/2）

CTG22（G 3/4）

CTG36（G1 1/4）

OA-WW16-04/12 φ4—12 15g

OA-WW16-08/15 17g

OA-WW22-11/20 34g

13g

15g

31g

φ21

φ28

φ21

φ26

4mm

6mm

8mm

10mm

20 pcs.

10 pcs.

20 pcs.

10 pcs.

CTG16（G 1/2）

CTG22（G 3/4）

OAー WW □□□ー□ □/

φ8—15

φ11—20

φ4—12

φ8—15

φ11—19

OA-WW20M-04/12

OA-WW20M-08/15

OA-WW25M-11/19

φ5—8 1 CTG22
3/4）（G

35g

71g1φ13—20②

②Applicable cable (mm)

φ13～16

φ16～20

Liquidtight cable glandLiquidtight cable gland CAPCONCAPCON

Powerful clamping force keeps out water and dust!

IP67 protectivity Versatile usage Wide variations

24 models

96 models

6 models

8 models

78 models

54 models

IP67 Black BeigeLight
gray

Color

Oil
E

Oilproof Weatherproof

Weather

Protection

IP67 Black BeigeLight
gray

Color

Oil
E

Oilproof Weatherproof

Weather

Protection

IP67 Black Beige

Color

Oil
E

Oilproof Weatherproof

Weather

Protection

Model Applicable
cable dia. (mm)

Model Applicable
cable dia. (mm)

Entry hole
dia. (mm)

Entry hole
dia. (mm)

Entry hole
dia. (mm)

Max. plate
thickness 

Working
temperature Threads

Max. plate
thickness Threads

Model Applicable
cable dia. (mm) Threads

Weight Q’ty per
package

Working
temperature Weight Q’ty per

package

Max. plate
thickness 

Working
temperature Weight Q’ty per

package

Wide rangeWide range

SplittableSplittable

Long-bodiedLong-bodied

SlitSlit

StandardStandard

MultipleMultiple

*Above models are black,oilproof type.  For other colors and weatherproof type, see the “identification of model”.

*Above models are black,oilproof type.  For other colors and weatherproof type, see the “identification of model”.

*Above models are black,oilproof type.  For other colors and weatherproof type, see the “identification of model”.

*Above models are black,oilproof type.  For other colors and weatherproof type, see the “identification of model”.

*Above models are oilproof type.  For weatherproof type, see the “identification of model”.

*Above models are oilproof type.  For weatherproof type, see the “identification of model”.

■ Identification of model

■ Identification of model

■ Identification of model

■ Identification of model

■ Identification of model

■ Identification of model

No. of
cavity

Up to 4 cables can be clamped at once

Offers great flexibility to different cable sizes !

Oil
E

Oilproof Weatherproof

WeatherIP67 Black

ColorProtection

Oil
E

Oilproof Weatherproof

WeatherIP67 Black

ColorProtection

IP67 Black BeigeLight
gray

Color

Oil
E

Oilproof Weatherproof

Weather

Protection

Applicable cable
diameter (mm)Model No of

cavity
Entry hole 
diameter

Applicable cable
diameter (mm)Model Entry hole 

diameter

Max. connector
size (mm)

Threads Max. plate
thickness Weight Q’ty per

package 

Q’ty per
package 

Working 
temperature

Threads Max. plate
thickness WeightWorking 

temperature

 Nil  … Oilproof
E …… Weatherproof

 Nil  … Oilproof
E …… Weatherproof

 Nil  … Black
B …… Beige

 Nil  … Black
C1  … Light gray
B …… Beige

 Nil  … Oilproof
E …… Weatherproof

 Nil  … Oilproof
E …… Weatherproof

 Nil  … Oilproof
E

E

 …… Weatherproof

 Nil  … Oilproof
 …… Weatherproof

 Nil  … Black
C1  … Light gray
B …… Beige

 Nil  … Black
C1  … Light gray
B …… Beige

Applicable cable dia. 
Thread size 

Applicable cable dia. 
Thread size 

■Aplications: For protection and strain relief of cables in control panels and other electrical wiring devices

■Aplications: For LAN, optical and sensor cables, multiple or other end-processed cables (W16, 22) and CVD/CVT cables (W28, 36)

■Aplications: For clamping and waterproofing D-sub, cannon plug, USB or other connector cables

■Aplications: For thick mounting plates

■Aplications: For protection and strain relief of cables in control panels and other electrical wiring devices

■Aplications: For clamping and protecting sensor wires or other multiple number of cables

Versatile lineup offers freedom of choice

Note : The applicable cable sizes marked with ① and ② change by combination of the rubber bushings.

Note : The applicable cable sizes marked with ① change by combination of the rubber bushings.

Rubber bushing A+B Rubber bushing A only

Rubber bushing A+B Rubber bushing A only
Applicable cable (mm)Usage

IP67

Color OilproofProtection

OAL-16 φ4—12 13gφ21 CTG16（G 1/2 ） 3mm -25 to +80℃ 20 pcs.

■Aplications: To route wiring at a right angle using with cable glands having CTG16 thread

Note)This product is unusable for OA-W long bodied models.

Excellent for right angle wiring to use in conjunction with W16, OA-1
Black Oil

Elbow Service Branch for CTG16Elbow Service Branch for CTG16

Model Applicable cable
diameter (mm)

Entry hole 
diameter (mm) Threads Max. plate 

thickness
Working 

temperature
Weight Q’ty per

package

Model Applicable cable
diameter (mm)

Entry hole 
diameter (mm)

Threads Max. plate 
thickness

Working 
temperature

Weight Q’ty per
package

Point

3
Point

2
Point

1

*1
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